




or 4,500 square feet of gross floor area for A-3 occupancy.

C. Shall be separated from other buildings a minimum of 30 feet.

D. Only picnic tables and chairs are located underneath the shelter.

E. Shall not have any enclosed space underneath the shelter covering.

F. Shall be located at grade level around the entire shelter.

G. Open on all sides from finished grade to a height of 10 feet above
finished grade.

H. Structural columns and other architectural features may not obstruct
more than 10% of the opening length around the structure.

I. Shall have no obstructions that will hinder egress within 10 feet of the
exterior perimeter of the shelter for a distance of 75% of the opening
length around the shelter.

J. A food preparation surface area may be located along one opening, but
shall not obstruct more than 20 feet or 10% of the opening length,
whichever is smaller.

K. May be constructed of any materials allowed by the California Building
Code.

L. Any roof covering shall be non-combustible if not an open trellis style
shelter.

6. S-2 carport structures which comply with all of the following:

A. Building shall be free standing and legally separated from all other
buildings or uses.

B. Building shall be constructed of non-combustible materials.

C. Fire apparatus access shall extend to within 25 feet of all portions of the
interior of the carport as measured by an approved route around the
exterior of the building.

L103.2 BUildings, Existing. Additions to buildings shall require an automatic fire
extinguishing system installed throughout, including areas not previously protected,
except for buildings that meet anyone of the following:

Exceptions:
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1. All occupancies, except Group R, Division 3, where an addition is 25% or less
of the existing floor area.

2. Occupancies classified as Group R, Division 3, including attached Group U
occupancies, where an addition is 1,000 gross square feet or less, regardless
of the percent of addition.

3. Occupancies classified as Group R, Division 3, including attached Group U
occupancies, where an addition is 50% or less of the eXisting gross square
feet.

4. Group U occupancies when approved by the fire code official.

L103.2.1 Concurrent permits. Additions or modifications, where the application
for building permit is submitted prior to the final inspection of any previously issued
building permit(s) shall require the installation of an automatic fire extinguishing
system throughout (including areas not previously protected by an automatic fire
extinguishing system) when the area of addition or modification of the combined
previously issued permits and the new application exceed the exceptions listed
under section L103.2.

L103.3 Previously exempt buildings and uses. To establish the fire sprinkler
requirements for buildings and uses legally in existence that were previously exempt
from automatic fire sprinklers due to limited size or use, arid that are being increased
above the exempt amount, or are changing the occupancy use that would not have
been exempt when the building permit was issued, shall comply with requirements for
automatic fire sprinklers as follows:

L103.3.1 Additions. Any existing building with less than 701 square feet of floor
area (701 gross square feet for Group R-3 Occupancies) previously exempt from
fire sprinklers that would have been required to mitigate fire flow, access
requirements, or distance to a fire station, at the time the building permit was
issued, shall provide fire sprinklers within the entire building when any addition to
the building brings the total square footage over the previous exempt amount of
700 square feet, regardless of the percent of the addition. Exceptions 1 to 3 under
Section L103.2 shall not apply.

L103.3.2 Change of use. Any change of use of a Group U occupancy, that
reclassifies to a new occupancy classifiction that would not have been exempt from
fire sprinklers due to existing size, use, fire flow, access requirements, or distance
to a fire station, under a previous Fire District Ordinance in effect at the time the
building permit was issued, shall provide fire sprinklers within the existing building.
The exceptions under Section L103.2 shall not apply. This section does not limit
the requirements for fire sprinklers for the new occupancy classification under the
current California Building and Fire Codes.
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Section L104 is added to read as follows:

L104 -INSTALLATION REQUIREMENTS.

L104.1 Modifications.

L104.1.1 Fire walls. For the purpose of this Appendix, fire walls shall not be
considered as creating separate buildings.

L104.1.2 Coverage. Where allowed, sprinkler systems installed in accordance with
NFPA 130 in Group R-3 occupancies shall provide sprinkler protection for
attached Group U occupancies.

L104.1.3 Modifications prohibited. When NFPA 13R sprinkler systems are
provided in Group R occupancies, exceptions to, or reductions in, code
requirements are not allowed based on the installation of either a NFPA 13R or a
NFPA 13 sprinkler system. This shall also include requirements in the California
Code of Regulations Title 24, Part 2 and Part 9.

Section L105 is added to read as follows:

L105 - MAINTENANCE OF AREA SEPARATION WALLS.

L105.1 General. Area separation fire walls used to create fire areas less than 5,000
square feet of floor area (5,000 gross square feet for Group R-3 Occupancies) in
buildings, for which the original application for permit under which the building was
constructed was accepted by BUilding and Safety before November 1r 2002, shall be
maintained as an approved area separation fire walls with no openings.
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